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SECRET CITE 855
15TM AF CFOR DI); SAC (FOR DIN, BRASS XWOB, DOCR, DM 4), 2D AF
CFOR DI). - FROM WATIONAL PNOTOGRAPHIC INTERPRETATION CENTER.
f. CANERA B-15 WAS USED IN NISSION 3784 FLOWN ON 28 AUGUST 19633
PROCESSING WAS ACCOMPLISNED BY NAVY PIC.
2. ORIGINAL NEGATIVE:

A. THE RESOLUTION IS GOOD AND TNE EXPOSURE 1S ADEQUATE.

B. OR SIDE: A FINE PLUS DENSITY STREAK APPEARS INTER-
NITTENTLY 3.3" FROM AND PARALLEL TO THE OUTBOARD EDGE TMROUGHOUT
THE MISSIOM. A MINUS DENSITY STREAK IS NOTED APPROXIMATELY
1° FRON AND PARALLEL TO THE INBOARD EDGE ON FRANES 1487, 1489,
1778, 1779 AND 1788, A MEAT SPLICE IS PRESENT THROUGH FRAME 611.
TRANSVERSE BANDING TYPE STATIC AND ASSOCIATED DEWDRITIC TRACES

oROGP 1
Excn':::g rném automatlc

ornnrlr d%lg:"'&;ﬂ‘::a )
5 Approved For Release 2008/03/07 : CIA-RDP78B04558A000700110050-8




Approved For Release 2008/03/07 : CIA-RDP78B04558A000700110050-8

*y

OCCUR ON FRAMES 611 AND 612, THIS STATIC IS SPACED 1° TO 3"

APART AND EXTENDS 1™ TO 6" INTO THE FORMAT AREA FRON TNE INBOARD

EDGE. A MANUFACTUER®S SPLICE IS PRESENT THROUGH FRANE 991 AND

SLIGNT FOGEING OCCURS ADJACENT TG TMIS SPLICE. TWO FOGGED PATCHES

ARE WOTED ALONG TME OUTBOARD EDGE THROUGHOUT TMIS MISSION. THE

FIRST FOGGED PATCM IS NOTED ON FRAME 743 AND 1S APPROXIMATELY 1

SQUARE INCM3;TME OTHER PATCH IS NOTED ON FRAME 1143 AND IS APPROXIMATELY
S SQUARE INCMES. A FINE SCRATCH IS PRESENT 2.7 FROM AND PARALLEL

TO TME INBOARD EDGE ON FRAMES 2352 THROUGH 2369 (END OF THE

nIssion),

C. SL SIDEs THREE ROVS OF MINUS DENSITY DOTS SPACED 1.55"
APART ARE PRESENT 0,28", 8.2° AND 8.32" RESPECTIVELY FROM AND PARALLEL
70 TME INBOARD EDGE TNROUGHOUT TMIS SIDE. INBOARD ROLLER CHATTER
AND INBOARD EDGE STATIC OCCUR TMROUGMOUT TMIS NISSION. A PLUS
DENSITY STREAK IS PRESENT 3.15" FROM AND PARALLEL TO TME OUTBOARD
EDGL ON FRANES 1155 THROWGH 2369 (END OF THE MISSION)., THIS STREAK
SPLITS AT APPROXINATELY FRAME 1480 AND BECOMES 2 PARALLEL PLUS DENSITY
STREAKS 0, 15" APART AND GRADUALLY FORNS A STREAK AGAIN.

D. TMERE VERE NO NAJOR CANERA MALFUNCTIONS OR PROCESSING
PROBLENS ENCOUNTERED DURING THIS MISSION,

3. POSITIVE: '

A. PI SUITABILITY IS 600D, VATER SPOTS ALONG THE IMBOARD EDGE
ARE NOTED ONM APPROXIMATELY THE FIRST 188 FRANES OF TME SL SIDE.

NO PRINTING OR PROCESSING PROBLENS OTMER THAN THE ABOVE
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MENTIONED WATER SPOTS VERE ENCORTERID DURING TNIS NISSION,
B. CLOUDS OBSCURED APPROXINKTELY 38 PER CENT OF THIS NISSION,
SECRET

EWD OF MESSAGE
C(ABOVE NESSAGE ALSO PASSED TO CIA VATCH C(ASP/RR))
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